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WALL 
MOUNTS

Arm
Confi guration

Standard Paint
(40-47, 49-53, 56, 

61, 70-72, 76)

Premium Paint 
(#64-69, 80)

Shown in #76 Textured 
Architectural Bronze

PA562-1  (Formerly PA24-1) 
1-Arm Post Mount  24” x 19” 

✓ ✓ 

Center column to match pole design and diameter.
Extruded aluminum tubing & decorative cast alum. 
scrolling. If pole provided by others, consult factory.

PA562-2 (Formerly PA24-2) 
2-Arm Post Mount  26 1 1⁄44” x 38” 

✓ ✓ 

Center column to match pole design and diameter.
Extruded aluminum tubing & decorative cast alum. 
scrolling. If pole provided by others, consult factory.

PA562-3 (Formerly PA24-3) 
3-Arm Post Mount  26 1 1⁄44” x 38” 

✓ ✓ 

Center column to match pole design and diameter.
Extruded aluminum tubing & decorative cast alum. 
scrolling. If pole provided by others, consult factory.

PA562-4 (Formerly PA24-4) 
4-Arm Post Mount  26 1 1⁄44” x 38” 

✓ ✓ 

Center column to match pole design and diameter.
Extruded aluminum tubing & decorative cast alum. 
scrolling. If pole provided by others, consult factory.

COMMONLY 
CHOSEN LANTERNS

(see pages 80-81)

LA0031 
(formerly 

LA1)

Shown in #76 Textured 
Architectural Bronze

LA0021 
(formerly 

LA2)

Shown in #76 Textured 
Architectural Bronze

LA8311 
(formerly 

LA3)

Shown in #76 Textured 
Architectural Bronze

LA8901 
(formerly 

LA4)

Shown in #76 Textured 
Architectural Bronze

LA4411 
(formerly 

LA5)

Shown in #76 Textured 
Architectural Bronze
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COMMONLY 
CHOSEN LANTERNS

(see pages 80-81)

LA0031 
(formerly 

LA1)

Shown in #76 Textured 
Architectural Bronze

LA0021 
(formerly 

LA2)

Shown in #76 Textured 
Architectural Bronze

LA8311 
(formerly 

LA3)

Shown in #76 Textured 
Architectural Bronze

LA8901 
(formerly 

LA4)

Shown in #76 Textured 
Architectural Bronze

LA4411 
(formerly 

LA5)

Shown in #76 Textured 
Architectural Bronze

WALL 
MOUNTS

Arm
Confi guration

Standard Paint
(40-47, 49-53, 56, 

61, 70-72, 76)

Premium Paint 
(#64-69, 80)

Shown in #76 Textured 
Architectural Bronze

PA565-1 (Formerly PA25-1) 
1-Arm Post Mount  26 1 1⁄4” x 20” 

✓ ✓ 

Center column to match pole design and diameter.
Extruded aluminum tubing & decorative cast alum. 
scrolling. If pole provided by others, consult factory.

PA565-2 (Formerly PA25-2) 
2-Arm Post Mount  26 1 1⁄4” x 40” 

✓ ✓ 

Center column to match pole design and diameter.
Extruded aluminum tubing & decorative cast alum. 
scrolling. If pole provided by others, consult factory.

PA565-3 (Formerly PA25-3) 
3-Arm Post Mount  26 1 1⁄4” x 40” 

✓ ✓ 

Center column to match pole design and diameter.
Extruded aluminum tubing & decorative cast alum. 
scrolling. If pole provided by others, consult factory.

PA565-4  (Formerly PA25-4) 
4-Arm Post Mount  26 1 1⁄4” x 20” 

✓ ✓ 

Center column to match pole design and diameter.
Extruded aluminum tubing & decorative cast alum. 
scrolling. If pole provided by others, consult factory.
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COMMONLY 
CHOSEN LANTERNS

(see pages 80-81)

LA0031 
(formerly 

LA1)

Shown in #76 Textured 
Architectural Bronze

LA0021 
(formerly 

LA2)

Shown in #76 Textured 
Architectural Bronze

LA8311 
(formerly 

LA3)

Shown in #76 Textured 
Architectural Bronze

LA8901 
(formerly 

LA4)

Shown in #76 Textured 
Architectural Bronze

LA4411 
(formerly 

LA5)

Shown in #76 Textured 
Architectural Bronze
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WALL 
MOUNTS

Arm
Confi guration

Standard Paint
(40-47, 49-53, 56, 

61, 70-72, 76)

Premium Paint 
(#64-69, 80)

Shown in #76 Textured 
Architectural Bronze

PA771-1 (Formerly PA35-1)
1-Arm Post Mount  23 7⁄8” x 13”

✓ ✓ 

If pole provided by others, consult factory.
Tenon size 3” H x 3” OD
Cast aluminum decorative arm

PA771-2 (Formerly PA35-2)
2-Arm Post Mount  23 7⁄8” x 26 1 1⁄44”

✓ ✓ 

If pole provided by others, consult factory.
Tenon size 3” H x 3” OD
Cast aluminum decorative arm

PA771-4 (Formerly PA35-4)
4-Arm Post Mount  23 7⁄8” x 26 1 1⁄44”

✓ ✓ 

If pole provided by others, consult factory.
Tenon size 3” H x 3” OD
Cast aluminum decorative arm

Order Sample
 Part #          Color    Mounting      Color    Light Source/Watt               Source          

LA8311  - 72  - WM25  -   72  -   100WMH     

Explanation
LA8311 lantern in textured architectural bronze, with a 
WM25 wall mount in textured architectural bronze and 
100 Watt metal halide light source.

Ballast and housing is not included in the shade pricing. 
See Mounting Sources (pages 50-67) for ballast options, housing & and available wattages.

Legend
Part #: Shade

Mounting Sources: Cords (pg. 50), Stems (pgs. 52-55), Post Mounts 
(pgs. 66-67), Wall Mounts (pgs. 63-65), Arms (pgs.56-62)  
Colors: See Color Selections on back cover of this section

Accessories: See pages 72-78

Lighting Source: INC (Incandescent), WPL (Fluorescent) or HID For HID, specify 
either MH (metal halide) or HPS (high pressure sodium). Please specify wattage.
Ballast required: Please see pages 50-51 for ballast information and pricing.
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COMMONLY 
CHOSEN LANTERNS

(see pages 80-81)

LA0031 
(formerly 

LA1)

Shown in #76 Textured 
Architectural Bronze

LA0021 
(formerly 

LA2)

Shown in #76 Textured 
Architectural Bronze

LA8311 
(formerly 

LA3)

Shown in #76 Textured 
Architectural Bronze

LA8901 
(formerly 

LA4)

Shown in #76 Textured 
Architectural Bronze

LA4411 
(formerly 

LA5)

Shown in #76 Textured 
Architectural Bronze

ACCESSORIES Standard
Paint

Premium 
Paint

(#64-69, 80)

Shown in #76 Textured 
Architectural Bronze

PC
Photo Cell  (120V or 277V)

✓  

Shown in #76 Textured 
Architectural Bronze

BD
Bolt Down Cover
10” x 3”

✓ ✓  

Shown in #76 Textured 
Architectural Bronze

CM
Column Mount
5 3⁄4” x 3 1⁄2”

✓  ✓ 

A
C

C
E

S
S

O
R

IE
S

 •
 A

C
C

E
S

S
O

R
IE

S



My Design Lighting Catalog • FOUNDRY
U.L. Listed. All Products High Quality Aluminum Construction.              

ANP Lighting • Surf: www.ANPLighting.com • Call: 800.548.3227 • Fax: 1.800.242.5483 103

F
O

U
N

D
R

Y

FINIAL10
H: 6"   OD: 2"

FINIAL16
H: 15"   OD: 7"

FINIAL17
H: 17"   OD: 5"

FINIAL11
H: 6"   OD: 6"

 

FINIAL08
H: 7"   OD: 5" oct.

FINIAL14
H: 8"   OD: 6" hex.

FINIAL07
H: 6"   OD: 3" 

FINIAL05
H: 6"   OD: 3"

FINIAL01
H: 7"   OD: 3"

FINIAL03
H: 8"   OD: 5"

Brass Finials
                                    

FINIAL09
H: 6"   OD: 5" 

FINIAL20
H: 6"   OD: 2" 

FINIAL35
H: 5"   OD: 2"

BFINIAL01
H: 1"   OD: 1"

BFINIAL02
H: 2"   OD: 2" 

BFINIAL03
H: 3"   OD: 1" 

FINIAL21
H: 4"  OD: 4" 

FINIAL18
H: 4"  OD: 1"

FINIAL04
H: 5"  OD: 3"

FINIAL15
H: 3"   OD: 1"

FINIAL06
H: 3"   OD: 3"

FINIAL02
H: 3"  OD: 2"

FINIAL12
H: 4"  OD: 2"

FINIAL32
H: 3   OD: 1"

Cast Finials for Lanterns
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Cast Finials
for Acorns

FINIAL02 FINIAL04 FINIAL05

FINIAL15FINIAL12FINIAL10FINIAL06

FINIAL41FINIAL39FINIAL28FINIAL18

FINIAL70FINIAL64FINIAL48FINIAL42
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SPECIFICATIONS

Paint:
Standard Powder Coating Process
A polyester powder coat is used for superior gloss and color retention.  State of the art 20 PSI  pressure power wash at 140˚ incorporates fi ve step 
iron phosphate process with sealer and DI water to cleanse and pre-treat the metal surface for maximum paint adhesion. Electrostatically applied 
ranging from texture to smooth glossy, polyester powder topcoat and baked at 430˚ for maximum hardness and exterior durability. 

Marine Grade Paint
For objects exposed to extreme conditions as is found in coastal regions or industrial atmospheres we offer, at an additional charge, a highly 
weather and UV resistant powder coating that withstands up to 3000 hours of continuous salt spray and comes with a 5 year warranty.  
Consult Factory for additional paint cost and availability.

Architectural Aluminum Specifi cations: 
Cast Aluminum parts shall be cast from 356 aluminum alloy.  
Round straight or tapered smooth shafts shall be seamless extruded 6063-T6 aluminum. 
Round straight fl uted shafts shall be extruded 6063-T6 aluminum. 
Round tapered fl uted shafts shall be formed from spun seamless 6063-T6 aluminum or 356 cast aluminum. 

RLM Aluminum Specifi cations:
RLM mounts: Aluminum manufactured using schedule 40 1⁄2" or 3⁄4" IPS. 
RLM shades: 1100 aluminum alloy, typically .08 - .125 thickness.

All poles shall be provided with hand access opening and cover.  
Hand hole cover shall be secured by (2) stainless steel machine screws. (Tamper-proof screws provided upon request.)  

Grounding:  
All poles shall be provided with aluminum grounding lug integrated to inner wall of shaft, 180 degree to hand-hole. Grounding lug will be drilled 
and tapped to accommodate 1⁄4-20 stainless steel machine screw.  

Anchor Bolts:
Anchor bolts, nuts and washers shall be hot dipped galvanized steel
Standard anchor bolt sizes are ½" x 18" x 4" L Bolt and/or ¾" x 18” x 4" L Bolt 
Bollard Anchor Bolts: 3⁄8” x 12” x 3”

Ballasts:
Dimming Ballast available – consult factory
Emergency Back-up ballast available – consult factory

HID
• The desired voltage must be specifi ed
•  If required voltage can not be determined, only the 277 volt  line will be drawn to prevent damage to ballast 
•  250 Watt HID ballasts supplied as multi-tap and with mogul socket
•  480 volt ballasts, where available, will have a $25.00 up-charge (480 volts requires a separate ballast, it is not included in a multi-tap setup)
•  All HID ballasts will be HPF (High Power Factor) except as noted
•  Long range ignitors available

Fluorescent
•  Multi-tap 120 volts and 277 volts  provided

Phillips Induction System
 Available temperatures: Available voltages:
 2100K 

100-120 volts 3000K 
200-277 volts 4000K

Pole Foundations: 
ANP does not provide designs or recommendations of foundations for poles. 
 
Pole Disclaimer: 
Pole heights, wall thickness, and bases are designed to withstand most luminaries and cross arm confi gurations. 
Consult factory for your specifi c requirements.  
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