
9044 DEL MAR - MONTCLAIR, CA - 91763

SPECIFICATIONS

DWG # 0415-CB60-ACERASCAROLINA-EFA

**NOTE** LAMP PROVIDED BY OTHERS.

PART NUMBER = 
CB604S15-56-LA16-MOD-56-HPL100

CAST BASE - CB60 "CLASSIC III"
 - HEIGHT = 42"
 - WIDTH = 15"BASE  - SHAFT = 6" O.D.
    .75 WALL THICKNESS - BASE
    .250 WALL THICKNESS - SHAFT
 - MATERIAL = CAST ALUMINUM &
                            EXTRUDED ALUMINUM
POLE - 4S15
 - OD = 4"
 - HEIGHT = 15'
 - MATERIAL  = EXTRUDED ALUMINUM
 - WALL THICKNESS = .250"
 - FINISH = SMOOTH
GUS FACTORS--
Effective Projected Area (E.P.A) @ 120mph
= 1.1 gus factor with Luminair.
LANTERN - LA16-"COSMOS" MODIFIED 
 - HEIGHT = 33"
 - O.D. = 28"
 - LENS TYPE = CLEAR, ACRYLIC
 - MAX WATTAGE = 175 (HID)
                                  = 150 (INC)
                                  = 42 (CF)
 - OPTIONAL REFRACTOR
 - OPTIONAL LIGHT DISTRIBUTION
    TYPES SYMMETRIC, III & V
 - MODIFIED TO HAVE ALUMINUM
   CONDUIT LOOP ON TOP 
BALLAST - HPL100
 - WATTAGE = 100w
 - TYPE = HIGH PRESSURE SODIUM
 - 120VOLTS (OTHER IF SPECIFIED)

**NOTE** COMPLETE FIXTURE TO BE 
PAINTED SILVER - COLOR CODE # 56

42"

15'-0"

33"

28"

15"

LA16(CUSTOM)

BALLAST HOUSING AREA

CLEAR ACRYLIC LENS

OPTIONAL BOROSILICATE
GLASS REFRACTOR TYPE V OR III

4" O.D., SMOOTH, 15FT HIGH
.250 WALL THICKNESS, 
EXTRUDED ALUMINUM POLE

CAST BASE - CB60
CAST ALUMINUM BASE
.75 WALL THICKNESS
EXTRUDED ALUM SHAFT
6" O.D. .250 WALL THICKNESS

HAND HOLE  FOR WIRE ACCESS, 
BOLT ACCESS

CIRCUMFERENTIALLY
WELDED TO BASE

ANCHOR BOLTS
3/4" X 18" X 4"
BURIED IN CEMENT 
SLAB.  ALLOW 2 1/2" - 
3" OF CLEARANCE
FROM GROUND ZERO

2 1/2" - 3"

REDUCER
6" TO 4"

CB60  -BOLT PATTERN
9-1/2" BOLT CIRCLE

SPUN ALUMINUM HOOD

CAST CAP, FRAME SUPPORT

GLASS HOLDER
CAST ALUMINUM

MEDIUM BASE
4 KV SOCKET,
PORCELAIN

1/2" ALUMINUM
SLEEVE

LANTERN    LENS    MNTG.   WATTAGE  FINISH   VOLTS  OPTIONS 

LA16                  ACRY        SINGLE           100            SILVER        120         TYPE V OR II
                                                                                                                                REFRACTOR   

LANTERN DETAILS

     TYPE      FINISH     O.D.       HEIGHT     MATERIAL           WALL  
        
 ATTACHED      SMTH           4"              15'-0"            EXTRUDED                 .250 
 TO BASE                                                                          ALUMINUM 

POLE DETAILS

     TYPE        O.D.       HEIGHT     MATERIAL      WALL    
        
       CB60               15"             42"             CAST ALUM          .75                 

BASE DETAILS

NOTE; PLEASE REFER TO DRAWING NUMBER LISTED
            ABOVE FOR ORDERS OR INQUIRIES.

NOTE; PLEASE SIGN OFF ON THIS DRAWING AND FAX
             BACK TO ANP LIGHTING SHOULD THIS BE ACCEPTED. ________

                      **WARNING** 
THIS FIXTURE MUST BE GROUNDED IN 
ACCORDANCE WITH LOCAL CODES OF
THE NATIONAL ELECTRICAL CODE; 
FAILURE TO DO SO MAY RESULT IN
SERIOUS PERSONAL INJURY.

                      **NOTE** 
FABRICATION TO BEGIN AFTER
DRAWING HAS BEEN APPROVED, 
SIGNED AND FAXED BACK TO 
AMERICAN NAIL PLATE LTG, INC. 


